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R Series Remote Air 
Cooled Central Chillers

The R Series uses hermetically
sealed scroll compressors from 30
to 100 tons, and semi-hermetically
sealed screw compressors from
60 tons to 195 tons. All scroll
compressors and screw
compressors up to 75 tons are
matched up with stainless steel
brazed plate evaporators, and
screw compressors from 90 to
195 tons with shell and tube
evaporators. 

•High-efficiency scroll 
compressors (30-100 tons) or 
screw compressors (60-195 tons)

•HFC-410a refrigerant (scroll); 
HFC-134a refrigerant (screw)

•2 remote single circuit 
condensers with 1.5 hp variable
speed lead fans and fan cycling

•Electronic expansion valves 
(screw chillers)

Pinnacle Series Central 
Chillers with Pump Tanks

The Pinnacle™ Series Central
Chilling Stations include
independent refrigerant circuits,
which allow routine maintenance
without costly downtime.
Compressor staging provides
energy saving capacity control.

•Hermetically sealed scroll 
compressors use 50% fewer 
moving parts than reciprocating
compressors resulting in 
unparalleled efficiency, 
reliability and noise reduction

•100% non-ferrous stainless steel
tank eliminates the need for 
routine tank maintenance 

•Optional dedicated standby 
pumps allow longer life (with 
automatic motor cycling) and 
reduced downtime due to pump
maintenance and repair

R Series Water Cooled
Central Chillers
The R Series uses hermetically
sealed scroll compressors from 30
to 100 tons, and semi-hermetically
sealed screw compressors from
60 tons to 195 tons. All scroll
compressors are matched up with
stainless steel brazed plate
evaporators, and screw
compressors with shell and tube
evaporators. 

•   High-efficiency scroll 
compressors (30-100 tons) or 
screw compressors (60-195 tons)

•Stainless steel brazed plate 
evaporator (shell & tube on 90-
195 ton screw compressor models)

•Cleanable shell and tube 
condensers

•Two-way water regulating valve 
(scroll chillers)

•Electronic expansion valves 
(screw chillers)

•HFC-410a refrigerant (scroll); 
HFC-134a refrigerant (screw)

Central Chillers
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RC Series Water Cooled Scroll ChillerRS Series Water Cooled Screw Chiller

Central Chillers

Model
No. of

compressors

Cooling
capacity, tons

(50º LWT)

Height,
in.

Width,
in.

Depth,
in.

Ship.
weight,

lbs.

RCW 30 2 33.6 85 66 45 1520
RCW 40 2 45.4 85 94 45 1900
RCW 50 2 56.9 85 94 45 2120
RCW 60 4 67.3 85 94 45 2700
RCW 80 4 86.7 75 94 45 3300
RCW 100 4 108.9 75 115 45 3880

Model
No. of

compressors

Cooling
capacity, tons

(50º LWT)

Height,
in.

Width,
in.

Depth,
in.

Ship.
weight,

lbs.

RSW 60 2 31.3 85 100 45 3266
RSW 75 2 42.2 85 100 45 3512
RSW 90 2 50.2 74 115 72 4336
RSW 100 4 64.8 74 115 72 4982
RSW 115 4 73.2 77 124 72 5298
RSW 145 4 81.5 81 137 75 8844
RSW 165 4 90.4 81 137 75 9376
RSW 195 4 99.3 81 137 75 9580

RC Series Remote Air Cooled Scroll Chiller

Model
No. of

compressors

Cooling
capacity, tons

(50º LWT)

Capacity
stages, qty.

Height, in. Width, in. Depth, in. Ship. weight, lbs.

Chiller Cond. Chiller Cond. Chiller Cond. Chiller Cond.

RCR 30 2 30.6 2 85 50 60 45.5 45 127 1340 730
RCR 40 2 40.3 2 85 50 83 45.5 45 127 1530 730
RCR 50 2 50.9 2 85 50 83 45.5 45 127 1730 730
RCR 60 4 60.4 4 85 50 83 45.5 45 127 2120 880
RCR 80 4 80.0 4 75 50 86 45.5 45 180 2600 1210
RCR 100 4 98.8 4 75 50 86 45.5 45 233 3170 1580

RS Series Remote Air Cooled Screw Chiller

Model
No. of

compressors

Cooling
capacity, tons

(50º LWT)

Capacity
stages, qty.

Height, in. Width, in. Depth, in. Ship. weight, lbs.

Chiller Cond. Chiller Cond. Chiller Cond. Chiller Cond.

RSR 60 2 53.8

Infinite
unloading

75 50 100 45.5 72 186 2574 1190
RSR 75 2 66.8 75 50 100 45.5 72 180 2676 1210
RSR 90 2 77.3 74 50 115 45.5 72 180 3456 1580
RSR 100 2 92.5 74 50 115 45.5 72 233 3532 1620
RSR 115 2 103.5 77 50 124 45.5 72 233 4156 1760
RSR 145 2 130.8 81 50 137 45.5 75 286 7528 2380
RSR 165 2 148.3 81 50 137 45.5 75 286 7554 2480
RSR 195 2 173.8 81 50 137 88 75 233 7698 3230

Pinnacle Series Chiller

Model
No. of

compressors

Cooling
capacity, tons

(50º LWT)

Height,
in.

Width,
in.

Depth,
in.

Ship.
weight,

lbs.

RC 30 2 33.6 85 66 45 1520
RC 40 2 45.4 85 94 45 1900
RC 50 2 56.9 85 94 45 2120
RC 60 4 67.3 85 94 45 2700
RC 80 4 86.7 75 94 45 3300
RC 100 4 108.9 75 115 45 3880
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Cooling Tower
Pump Tank System

Pump tank assemblies feature
stainless steel reservoirs and full
sized valving. Custom engineered
systems are available with single
or double compartments and
single or multiple pump
assemblies.

•Centrifugal pump(s) with cast 
iron housings, bronze impellers 
and mechanical seals

•Standard pump trim to include a
full sized suction valve, discharge
check valve, throttling valve, 
pressure gauge and gauge trim

•Automatic make-up valve with 
splash guard for trouble-free 
level control

•Overflow and valved drain 
connections

•High efficiency pump motors

Polymer Pump Tanks

•Galvanized pump skid
•Pumps mounted underneath tank
•For C models, tanks come 

standard with insulation
•Lug-mount butterfly valves
•Automatic level control 

makeup valve
•White polyethylene 

tank construction
•Galvanized tank stand
•Standard hardware includes 

thermometer(s), pump pressure 
gauge(s), drain valve

•Full-size pump trim for maximum
efficiency; includes valve 
handles, isolation, throttling, 
and check valves

•Standard sizes from 500 to 
2100 gallon in single and twin 
tank designs are available

Chilled Water 
 Pump Tank System
Single or double compartment
models may include up to seven
pumps per deck, or can even be
double decked for the most
sophisticated applications. Our
fully engineered systems often
include standby pumps, plus
provisions for future expansion.

•ODP motors and cast iron 
impellers on standard pumps

•Stainless steel tank
•Full-size pump trim for maximum

efficiency; includes isolation, 
throttling, and check valves

•High efficiency motor from 
1-1/2 to 60 horsepower

•Corrosion-free, rotational 
molded polyethylene reservoir
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Single Well Polymer Pump Tanks

Cooling Tower Pump Tanks

Chilled Water Pump Tanks

Pump Tanks

Model
Capacity, gallons (l)

Length, in. (cm) Width, in. (cm) Height, in. (cm) Ship. weight2, lbs.
Operating weight2,

lbs.Overflow Operating

T150 (D) 135 (511) 100 (378) 72 (183) 36 (91) 40 (102) 600 (273) 1800 (817)
PT400 (D) 390 (1476) 350 (1325) 95 (241) 56 (142) 64 (162) 500 (227) 3500 (1588)
T500 (D) 480 (1817) 360 (1362) 102 (259) 48 (122) 52 (132) 2000 (908) 6000 (2722)
T700 (D) 720 (2725) 540 (2044) 114 (289) 72 (183) 52 (132) 2600 (1180) 8600 (3901)
T1100 (D) 1075 (4069) 825 (3122) 114 (289) 72 (183) 77 (195) 3400 (1543) 12400 (5625)
T1600 (D) 1615 (6113) 1240 (4693) 138 (350) 72 (183) 77 (195) 4000 (1815) 17500 (7938)
T2000 (D) 2040 (7721) 1565 (5923) 150 (381) 92 (234) 78 (198) 5000 (2268) 22100 (10025)
T2700 (D) 2700 (10,219) 2065 (7816) 150 (381) 120 (305) 78 (198) 6000 (2722) 28500 (12928)
T3700 (D) 3665 (13,872) 2830 (10711) 162 (411) 120 (305) 90 (229) 7000 (3176) 37600 (17056)
T5100 (D) 5130 (19,417) 3960 (14988) 162 (411) 168 (427) 92 (234) 7800 (3539) 50700 (22998)

2 Weights are for tank only; pump weight is not included

Model
Capacity, gallons (l)

Length, in. (cm) Width, in. (cm) Height, in. (cm) Ship. weight, lbs. Operating weight, lbs.
Overflow Operating

CT150 (D) 135 (511) 100 (378) 72 (183) 36 (91) 40 (102) 600 (273) 1800 (817)
PC400 (D) 390 (1476) 350 (1325) 95 (241) 56 (142) 64 (162) 500 (227) 3500 (1588)
C500 (D) 480 (1817) 360 (1362) 102 (259) 48 (122) 52 (132) 2000 (908) 6000 (2722)
C700 (D) 720 (2725) 540 (2044) 114 (289) 72 (183) 52 (132) 2600 (1180) 8600 (3901)
C1100 (D) 1075 (4069) 825 (3122) 114 (289) 72 (183) 77 (195) 3400 (1543) 12400 (5625)
C1600 (D) 1615 (6113) 1240 (4693) 138 (350) 72 (183) 77 (195) 4000 (1815) 17500 (7938)
C2000 (D) 2040 (7721) 1565 (5923) 150 (381) 92 (234) 78 (198) 5000 (2268) 22100 (10025)
C2700 (D) 2700 (10,219) 2065 (7816) 150 (381) 120 (305) 78 (198) 6000 (2722) 28500 (12928)
C3700 (D) 3665 (13,872) 2830 (10711) 162 (411) 120 (305) 90 (229) 7000 (3176) 37600 (17056)
C5100 (D) 5130 (19,417) 3960 (14988) 162 (411) 168 (427) 92 (234) 7800 (3539) 50700 (22998)

Model
Capacity, gallons (max) Dimensions, in. Weight, lbs.

Overflow Operate-T Operate-C Height Width Depth Shipping Operating

500 500 360 420 135 50 50 450 4615

1100 1100 900 990 115 90 90 885 10,050

1500 1550 1345 1480 130 90 90 920 13,900

2100 2100 1685 1850 150 90 90 1005 18,500

Single Well Polymer Pump Tanks

Model
Capacity, gallons (max) Dimensions, in. Weight, lbs.

Overflow Operate-T Operate-C Height Width Depth Shipping Operating

500D 500 360 420 150 110 50 850 5010

1100D 1000 900 990 135 200 90 900 9250

1500D 1500 1345 1480 135 200 90 1000 13,500

2100D 2200 1685 1850 135 200 90 1770 20,100



Multiple components provide maximum energy efficiency
with partial load capability.

Large central chiller and tower
systems are designed for maximum
efficiency for specific applications.

AEC systems are designed for efficient use of
space but do not sacrifice accessibility for
maintenance.

Rugged design is the core of AEC
design. Stainless Steel reservoirs
service with little maintenance.

Process Cooling Installations

AEC is committed to a continuing program of product improvement.
Specifications, appearances and dimensions are subject to change without notice.
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